
High Gain Wall & Pole Mounted 
Antenna
LTE-4G, CELLULAR (2G, 3G), CDMA, GPRS
ISM, UMTS, WCDA

Technical Data 
  As per CAD detail below
   
  Fibreglass UV Stable UL94 V0 (Whip) 

Stainless Steel (Bracket & Base) 
  L Stainless Steel Wall / Pole Mounted Bracket 

N Type Female Base Mounted Connector

-40°C to +85°C / 100% @ 25°C
  IP66 (IEC 60529)
Cellular LTE-4G / 2G / 3G
 

  50 Ohm
  Vertical 
 

  Omni-Directional 

Max Power @ 30°C 

  ≤ 1:1.8 (All Bands)
  Collinear Array
  LL195 50 Ohm Low Loss / RG58 / LL400 / LMR400
  Cable sold separately - according to customer specification
  N Type Female

dBi: Referenced to an isotropic radiator

• Wall & Pole mounted robust Wideband monopole antenna

• RoHS 2011/65/EU & RoHS3 (2015/863/EU compliant)

• Request samples for test & evaluation via enquiry@bloomice.com

Product Order Code: 

BM-02077

Test & Measurement Conditions Free Space / 2000mm LL195 Cable / SMA MALE 

www.bloomice.com enquiry@bloomice.com BLOOMICE SL
09.2020

40N @ 150KM/H
HPBW - Horizontal / Vertical 
Wind Loading

360°/ 10°

Direct GroundLightning Protection 
Temperature Range / Humidity

Product: PARED-10-S-NF

LTE 700 + GSM 900: 
GSM 1800: 

UMTS: 
LTE (High): 

698 - 960 MHz 
1710 - 1880 MHz 
1920 - 2170 MHz 
2300 - 2700 MHz

@ 698-960 MHz; 9.1dBi 
@ 1710-1880 MHz; 9.6dBi 
@ 1920-2170 MHz; 10.1dBi 
@ 2300-2700 MHz; 10.1dBi

LTE 700 + GSM 900: 
GSM 1800: 

UMTS: 
LTE (High): 

50 Watts @ 698-960 MHz 
50 Watts @ 1710-1880 MHz 
50 Watts @ 1920-2170 MHz 
50 Watts @ 2300-2700 MHz

LTE 700 + GSM 900: 
GSM 1800: 

UMTS: 
LTE (High): 



www.bloomice.com enquiry@bloomice.com

Radiated Efficiency

1.5

2.0

2.5

3.0

3.5

4.0

4.5

1.125 1.281 1.438 1.594 1.750 1.906 2.063 2.219 2.375 2.531 2.688 2.844 3.000

S1
1 

Frequency / GHZ4G-LTE R&S ZVH-4

Typical VSWR 

Product Order Code: 

BM-02077

BLOOMICE SL
09.2020

10

20

40

70

80

0.500 0.656 0.813 0.969 1.125 1.281 1.438 1.594 1.750 1.906 2.063 2.219 2.375 2.531 2.688 2.844 3.000

Ef
fic

ie
nc

y 
%

 

Frequency / GHZ

30

50

60

90

100

0.500 0.656 0.813 0.969

Product: PARED-10-S-NF



www.bloomice.com enquiry@bloomice.com

CAD Data
Product Order Code: 

BM-02077
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Product: PARED-10-S-NF
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